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Material Test Report:

i Mechanical test report
. Chemical analyses report
il Resiscivity test report

Quality:

“The furmished plates shall be fice of injurious defects and shall have workmanship like finish, No repeir
welding is allowed,

Mark

“The naime or brand of the manufacturer, heat usd slab number shall be legibly die stamped / stenciled on each
fnished plte

Certifieation: Manufactures’s ceriificate, showing that each lot has been sampled, tested and inspected to the
requircments us mentioned above and ux given in relevant section of ASME, shall be submitted. Certificates
shall be traceable 10 the supplicd plates.

Note: All certificates must be in English language
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Annexure-A

DNFOO3-TS001-MS-01/ 107
(Annexure-D)

Nickle & Copper Plate
) Qty. | We(Kg)
" i
sr. Description Material (Nos. | (Appron)
Nickel
As per attached specifiation No
1 |Plate 35 x 300 x 300 mm ONFO0.TS001 e -8/ 107 1 28
(Annexure-C)
Copper
2 {Plate 35 x 510 x740 mm As per attached specification No. 1 118

Not

Please submi: check lst (Annexure-]
"Yes" or "No*

) along with your quotation, after encirciing either
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Annexure-3

Technical Check List

[ AT e Teshrical Getals -6 chermical Cormpasiion ad machaniea propeies

T e e [

IMatera Test Reports fufing al the requrrements of applcabie materal
[specifcations wil be provides alongwith supply |

AT The contents T resuie o MTCs - charcal compasiian, machanical roperas
an testing requiraments will o careluly checked and comected. for complete

lcomplance 12 appicable speciications

& Nanufaciurars namelogo, Heat Number, Watoral Grade and S8 as par
Idenifcationimarsing requrements of appicable speclcations. wi ba presenton | Yes | No

the plates

[ Warking conlents of Paies menioned at pon 7 4 sbove, wil 885 Bo given i
elevant MTCs and Heat Numiers marked on plates ard MTC vl essentisly metch. | Yas | No

| Tho lates Shall b3 Uform I SUaliy and femper, SmoGth, Commarcaly STaght and

[ree of murious imparfections. No apair welding i be dane. Yes| No

[The dmenssons and quantly ofofred paies & accardng 8 requrement T oa3s o
Jtemte sizef variation. same has baen mentoned i quoiton {Yes| N

[[We saree thl i piates & il material graas Wi 52 examied T esied for ol
iacoeplance and veriicaton at our aboralory.In case of rejecton of materal, we ave | Yas | No
[ooun o raplace the stores at ur own cost

S We confirm that weimaterial manufacturer havs suficent GAGC undersanding for
fulfting ai the essentia requirements of applicabia marial specifcations ragarcing | Yes| No
|_IMTCs anct overal quaity of the piass 1 bo supples

Note:

“Tnis check st must be subited along wiih your quotaton, after encircling elter
“Yes" or "No",otherwise the offer may ot be enterainac.

Stamp! Signature of Supplier
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Material Specification

Product : Nickel Plate

Material SB-162 (UNS N02200)

Condition Hol Rolled

Technical Requirement ‘The material funished under SB-162 shall meet the requircments of ASME
B&PV Code Seztion Il Part B and general requiremens of B 880, (Editon
2015)

Chemical Composition: As per Table below;

Chemical Composition (%)
TN W Fe | Mn c § s
(i) (nax) ) | o) | oma) | o) | max) |
9 83 o040 | 035 015 035 001

Mechanical Properties: As per Table below;

T

[ Tomen | Mgy | O3 ol s i)

[CASRolled ™ 380 e - 30
D —ds rolied plate miar be given @ stress relicving heat reatment subsequent o final rolling.

Material Test Report:

i Mechanical test report.
il Chemical amalyses report.
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Dimensions permissible variations:  Permissible variations shall be as per setion 7 of SB-162

Warkmanship, Finish and Appearance: The matecil shall be wniform in quality and tempes, Smooth,
commercially straight or Mt and iee of injurious mperfections

Marking:  Each pisre shall be marked on one face with the specification number, alloy, condition, heat
number, manufucturer’s identification, and size. The markings shall not have a deleterious effect on the
materialor its performance and shall be sulficiently stable to withstend normal handling

Certification:

A manufacturer’s cenification shall be Ruished Mating that material has becn manufactured, tested and
inspected in uccordance with this specification, and that the test results on represeniative sumples moet
specification requirenents. A report of the test resuls shall b furnished,
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Annexure-D
No. DNF003-TS001-MS:01/ 107

Material Specification Date: 19/0372013 Rev. No.g
5 Page 1 of 1
Product Copper Plate
Material B SB-152/SR-152M (UNS C11000)
Condition Cold-rolied annealed
Technical Requirement The material furnished under SB-iS/SB-152M shall meet the

requirements of ASME B&PY Code Section 1l Part B snd general
requirements of SB-248. (Edition 2015.)
Chemicat Composition: Ax pes Table below;

F Element Chemical Composiiion (%)

opper (Incl silver), min__ 99.90

Mechanical Propertics: As per Table below,

- il Elorgaton

Tempes Desigtion T‘“ﬂ;i*ﬂ“!"“ Approsmate Rockvell | 27 sy
() 55 pid
Standurd | Former | Min | Max | F Scale | Superficial 30T % 1
HOS " Hard | 295 | 360 | 86.93 E5) |

Electrieal Resistivity Requirements: As per Table below;

N Elcouical resistivity | Conductivity %
Alloy Tempers Max Qg e

Crioo Ameied | o158 10000





